BLANCO INSTALLATION INSTRUCTIONS

FARMHOUSE STYLE UNDERMOUNT SINKS Stainless Steel

These instructions are for installing Blanco stainless steel farmhouse style undermount sinks. If
you are installing another type of sink, such as a standard Undermount or Drop-In sink, please refer to
instructions specifically for those sinks.

Templates are supplied only as a guide. The physical use of the sink will ensure a more accurate
cutout.

These installation instructions are for solid surface countertop materials. For information on installations in
granite, marble, stone or butcher block countertops, contact your fabricator. For information on installation
in ceramic tile countertops, contact your tile contractor.

Note: It is recommended that all countertops be cut by an approved or certified installer and that
the sinks be installed by the installer whenever possible. The countertop/sink unit ideally should be
installed as one on the jobsite.

Before installing the sink, inspect it for damage. Do not install a damaged unit.

Remember, it is your responsibility to follow all local plumbing and building codes.

The warranty will be voided if these installation instructions are not followed.

TOOLS AND MATERIALS YOU WILL NEED

Eye protection (safety glasses/goggles) Tape measure

strongly recommended
Jigsaw or hacksaw and blades

Ear protection strongly recommended Shims or cabinet fillers

Framing square Rags

Pencil (not permanent marker) Denatured alcohol

Silicone adhesive sealant Wood braces




BLANCO INSTALLATION INSTRUCTIONS

FARMHOUSE STYLE

UNDERMOUNT SINKS

STEP 1 (Recommended for professional installers only.)

Prepare the sink base cabinet.

Farmhouse sinks require a special sink base cabinet with a front cutout and

a platform built in place to support the sink. (illustration A)

Cabinet openings for undermount installation
of Blanco Farmhouse sinks (see diagram):
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illustration A

Build a plywood platform to support the weight of
the sink and attachments. The platform should be
attached with braces to the sink cabinet, allowing
for the top of the sink to reach the bottom of the
countertop material. Be sure to allow space for
water line supplies and drain hole/garbage
disposal clearance. (illustration B)

Fit the sink to the cabinet opening.

The opening in the front face of the sink base

DRAIN HOLE
CUTOUTS

illustration B

cabinet can be modified to fit on the job site.
Be sure to have filler strips on site in case any

adjustments need to be made in the depth or width of the sink base cabinet cutout.

Double check measurement of cabinet cutout and make any necessary adjustments by either adding

filler strips or sanding the opening.

Blanco stainless steel farmhouse style undermount sinks are designed so that the apron sits forward

approximately 1" out from the face of the cabinet.
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STEP 2 (Recommended for professional installers only.)

Make a template and cutouts.

Blanco recommends that our farmhouse
style undermount sinks be installed with a
Positive Reveal, with the countertop edge
sitting approximately 1/8" back from the
edge of the sink, exposing the sink rim.

Use the sink itself as the template for the
cutout on the countertop.

Center the sink, draw around it with a pencil, then make the cutout in the countertop.

Measure the location for the faucet, and any accessories, make the cutouts and install the
faucets and accessories.

Install strainer and/or garbage disposer.

STEP 3 (Recommended for professional installers only.)

Set the sink.

Set the sink into the cabinet cutout,
seal if necessary around the cabinet front.

Instructions continued on back panel.







